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1Go Panel PC

iGo Panel PC has a friendly interface which the user will find easy to use. As a leading
industrial PC solution provider, iGo Panel PC brings you the best qualities as well as
superior performance. iGo26 features all-in-one fanless temperature control, 26"
widescreen, high definition 720P 1366x768 resolution, SAW touch or no touch screen
panel, and integrated wireless wifi b/g, it is a perfect solution for information kiosk,
product show case, digital signage advertising, interactive product guides, and many

more.
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Extraordinary performance
with unprecedented
Touch Experience iGo Panel PC
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AC Windows™  1Go26” |
System
CPU Intel Celeron-M 1.5GHz
Chipset Intel® 855GME GMCH+ICH4
Memory DDR333 DIMM 512MB up to 2GB
L2 Cache 1M Cache
Storage
Support 2.5" HDD
1xCompact Flash socket
I/0

Expansion slot

LCD Display
Display type
Resolution

Touch screen

Network
Wireless LAN
LAN

Audio

Power supply
Output Rating
Input Voltage
Output Voltage

2x 10/100 Ethernet

4x USB 2.0

5x serial port RS-232

1x Parallel port

1x VGA out

2x PS/2 Keyboard,Mouse
Mic in,Line in,Line out
Reset Key

Mini-PCl slot

26" WXGA TFT LCD
1366x768

Without touch screen
SAW Touch screen

802.11b/g
2x 10/100 Ethernet

2x3W speaker
ALC-655 AC'97 codec

200W
100~240V
12V,24V

Environmental Specification

Temperature
condensing

Physical Dimensions

Size
Color

Weight

Option

Lt iGoLogic Copyright © iGoLogic, Inc. 2009-2010. All Rights Reserved

Operating: 0-35°C,10%-80% non-condensing
Storage: -20-60°C, 5%-80% non-condensing

680mmx410mmx139mm(WxHxD)
Black Metal

25kg

Pentium M 1.6 GHz
1.3MEGA pixels Camera module
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Resistive or  VESAMount  Portrait and Fanless
Capacitive Landscape

1Go26" A

AMD Sempron processor
ATI690
DDR2 / 667MHz (2 DIMMS up to 2GB)

compliant

2.5" HDD storage
1xCompact Flash Type socket

2x Fast Ethernet

4x USB 2.0

5x serial port RS-232
Keyboard/Mouse

Mic in, Line-in, Line-out
Reset Key

26" TFT WXGA widescreen LCD
1366x768

Without touch screen
SAW Touch screen

802.11b/g
2x 10/100 Ethernet

2x3W speaker
ALC-655 AC'97 codec

240W
100~240V
12V,24V

Operating: 0-35°C,10%-80% non-condensing
Storage: -20-50°C, 5%-80% non-condensing

680mmx410mmx139mm(WxHxD)
Black Metal

25kg

Pentium M 1.6 GHz
1.3MEGA pixels Camera module
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