B Features

Slot in PC: Easy system configuration and maintenance
42" wide TFT LCD- Full HD 1920 x 1080p

Intel® Core™ 2 Duo T9400 2.53 GHz processor

Self diagnosis and built-in sensors: external temperature,
LCD color and LCD backlight

Built-in 2G DRAM and 160GB SATA HDD

Optional motion detection sensors

> VESA FPMPMI compliant flat panel mounting
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B Specifications Quick installation guide, manual, driver, utility CD and cable
Front Bezel Custom Logo Packing dimension: i i
| Size 42" 1109mm (43.66") (W)x260mm (10.23”) (D)x679 mm (26.73") (H)
e [rErne Contrast 2000 - 1 Net/Gross Weight : 78 Ib (35.5kg) / 87 Ib (39.5kg)
Pixel Pitch 484 x 484 (um) . .
Viewing Angle 178° x 178¢ (Vertical x Horizontal) o Orde”ng Informatlon
Response Time 6.5ms IGO42-DNTR 42" digital signage platform with Intel Core 2 Duo
Color 16.7M T9400 2.53 GHz processor, 1920 x 1080P full HD
Brightness 500 cd/mZ resolution, 2 GB DDR3 and 160GB HDD
Board CPU Intel*Core™ 2 Duo T9400 2.53 GHz IGO42-DITR 42" digital signage platform with Intel Core 2 Duo
Onboard Intel *GM45 T9400 2.53 GHz processor, 1920 x 1080P full HD
Graphics resolution, 2 GB DDR3 and 160GB HDD, IR Touch
Front Side Bus 1033 MHz . .
Memory Built-in one 2GB DDR3 B Dimensions
Watchdog Reset supported; 255 levels
HDD Built-in 160GB SATA HDD
1/0 VGA or DVI out, 4 USB
Ethernet 10/100/1000Mbps Ethernet
Expansion Slot PCl express Mini card (802.11 wireless LAN)
Sensors Internal & external temperature
Motion detection (optional)
LCD video alive detection
Backlight and external brightness sensor
Audio 4W x 2 built-in side facing speaker

Touch Screen
Power Supply
Dimensions
Weight
(net/gross)
Environmental

Optional
AC 100 ~240V, 400 watt
990mm (39”)(W) x 118 mm (4.6")(D) x 583mm (23”) (H)

78 Ib (35.5kg) / 87 Ib (39.5kg)

0~40°C(32°F~104°F), operation, 10% ~ 95% relative
humidity

4117 Clipper Ct.

Fremont, CA 94538

Toll Free: 1-877-1GO-9388

Phone: 1-510-252-9388 | Fax: 1-510-252-9399



